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those locations where the slope perpendicular to the

roadway is non-traversable.
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SEE DETAIL B

POST, SEE DETAIL A

W6 x 15 STEEL POST,

W6 x 15 STEEL

NO SCALE

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

BURIED POST END ANCHOR

NOTES:

6" Min

MIDWEST GUARDRAIL SYSTEM

LENGTH WITH Hex NUT

8’-0" LENGTH, SEE DETAIL A

POST 6’-0" LENGTH (WOOD LINE POST SHOWN)

W6 x 8.5 or W6 x 9 STEEL LINE

6" x 8" x 6’-0" WOOD LINE POST OR

For typical use of this type of end anchor with MGS see

the A77P, A77Q and A77R Series of the Standard Plans.

3’-1�" 3’-1�" 

BURIED POST END ANCHORMGS

See Note 2

The buried post end anchor shall only be constructed at
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DATED OCTOBER 30, 2015 - PAGE 86 OF THE STANDARD PLANS BOOK DATED 2015.

RSP A77T2 DATED JANUARY 20, 2017 SUPERSEDES STANDARD PLAN A77T2
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THE STATE OF CALIFORNIA OR ITS OFFICERS

OR AGENTS SHALL NOT BE RESPONSIBLE FOR

COPIES OF THIS PLAN SHEET.

THE ACCURACY OR COMPLETENESS OF SCANNED

TO ACCOMPANY PLANS DATED                

6-30-17

January 20, 2017
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1�" Ø HOLES

W6 x 15 STEEL
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